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440 x 580  x 165 580 x 800 x 240 

IP 20 ( )

18 46 

TL ( )

Smart grid / Back up - UPS / Off grid / On grid

: Linux Debian 8.7 Jessie - CPU: ARM Cortex (Texas Instrument) 32 bits  
RAM : 8 GO of storage - Arti�cial Intelligence Inside - IOT Ready

Wifi 802.11 b/g/n  2.4 GHz  - 2 USB 2 - 1 Ethernet IP 
 1 CAN bus - 2 RS485 - 1  230  16A 

4  : 1  - 3 

:  0  90%  
                T°C : -20 to + 50°C,  >40°C (15 /°C)

EN 62109-2  / EN 62109-1  /  EN 62040-1  / DIN V VDE V 0126-1-1 (+VFR2013)  /  VDE-AR-N 4105 / EN 50438                                                                                        
DIN VDE V 0124-100  /   Synergrid C10/11  /  TF3.2.1 /  AS4777.2  /  AS4777.3  /  NRS 097-2-1 / G83 / RD 1699
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IMEON ENERGY
10 Rue Amiral Romain Desfossés
29200 Brest - FRANCE
+33(0)1.84.17.51.15
contact@imeon-energy.com
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Flyer V5 F May2017  
Cancels and replaces previous versions.
Technical details are subject to change 
without prior notice.
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